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MATERIAL TESTING EQUIPMENT

CONCRETE

CONCRETE MOULDS

Hardened Concrete Testing

Hard plastic and steel cylinder moulds are manufactured in 
accordance with dimensions and tolerances stated in the related 
standards. Two part and clamp attached base plate cast iron, plastic 
and steel moulds are designed to be durable, corrosion resistant 
and easy to clean.

Product Code

UTC-0842    Cylinder Mould Ø 100x200 mm, Steel
UTC-0843    Cylinder Mould Ø 100x200 mm, 
        Plastic Body with Steel Plate
UTC-0844    Cylinder Mould Ø100x200 mm,         Plastic
UTC-0845    Cylinder Mould Ø 150x300 mm, Steel
UTC-0846    Cylinder Mould Ø 150x300 mm, 
        Plastic Body with Steel Plate
UTC-0847   Cylinder Mould Ø150x300 mm, Plastic
UTC-0850    Cylinder Mould Ø 160x320 mm, Steel
UTC-0851    Cylinder Mould Ø 160x320 mm, 
        Plastic Body with Steel Plate
UTC-0860   Cylinder Mould Ø 250x500 mm, Steel
UTC-0408    Tamping Rod Ø 16x600 mm
UTC-0410    Tamping Rod Ø 10x300 mm
UTC-0412B.E Compacting Bar         
        (Square Section, 25x25mm),        Steel, 380mm
UTGH-1605   Round Scoop, Medium
UTGH-1695  Rubber Mallet
UTGH-1645  Trowel

Standards

EN 12390-1, 12390-2; BS 1881; ASTM C39; AASHTO T23, T126

Product Code Dimensions Weight (approx.)

180x140x210 mm

150x150x200 mm

220x230x310 mm

220x220x310 mm

250x250x330 mm

210x210x340 mm

150x150x250 mm

4 kg

0,70 kg

9 kg

2 kg

13 kg

2 kg

3 kg
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